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RADIAL PROFILE
TO SUIT Ø378 DISC

M10 x 1.00 THREAD
INLET PORT

FITTING SUPPLIED

17NM (12.5LB)
TIGHTENING TORQUE
BLEED SCREW MAX

PAD RETAINER BOLT MAX
TORQUE 14.9NM (11.9LB)

MOUNTING HOLE CENTRES
210.00

12.20
MTG HOLE

±0.05
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MTG C/BORE

PAD CP3558
PAD AREA - 77.4cm²
PAD THICKNES - 25mm
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GENERAL DESCRIPTION: 
 
THIS IS A 6 PISTON DIFFERENTIAL BORE CALIPER DESIGNED TO OPERATE  
ON A VENTILATED IRON DISC OF UP TO Ø378.0MM DIA BY 35.6MM THICK. 
STAINLESS STEEL PAD ABUTMENT WEAR PLATES ARE FITTED. 
SEALS ARE HIGH TEMPERATURE ‘SEAL-IN-BORE’ TYPE. 
 
TYPICAL APPLICATION: 
 
GT 
 
TECHNICAL INFORMATION: 
 
TOTAL PISTON AREA: 50.1cm2 
PISTON MATERIAL: STAINLESS STEEL (STANDARD) 
BODY MATERIAL: FORGED ALUMINUM ALLOY 
ALL HYDRAULIC THREADS M10x1.0 
ASSEMBLY WEIGHT : 2.7 Kg ( WITHOUT PADS ) 
 
INSTALLATION INFORMATION: 
 
DISC & CALIPER MOUNTING TOLERANCES TO BE SUCH THAT THE DISC 
IS CENTRAL TO THE CALIPER TO WITHIN ±0.5mm 
 
MINIMUM WORN DISC & PAD STACK = 45MM 
 
KEY TO DIMENSIONS: 
 
DIMENSION ‘PL’: TOP OF PAD MATERIAL TO MOUNTING BOSS FACE 
WITH PAD SITTING DOWN ON LEDGE. 
DIMENSION ‘U’:  WHEEL CENTRE LINE TO CALIPER MOUNTING BOSS 
FACE = (DISC Ø/2) - DIMENSION ‘PL’. 
DIMENSION ‘C’: OFFSET - DISC CENTRE LINE TO MOUNTING HOLES. 
EFFECTIVE RADIUS: DISTANCE FROM WHEEL CENTRE LINE TO NOMINAL 
PISTON CENTRE LINE. 
 
AP RACING TECHNICAL SECTION WILL BE PLEASED TO ADVISE ON THE  
MOST SUITABLE EQUIPMENT FOR ANY PARTICULAR APPLICATION. 
 
 
CALIPER PART NUMBERS 
 
CP5095-2S7L – RIGHT HAND TRAILING (BEHIND AXLE) AS DRAWN 
CP5095-3S7L – LEFT HAND TRAILING (BEHIND AXLE) 
CP5095-4S7L – RIGHT HAND LEADING (IN FRONT OF AXLE) 
CP5095-5S7L – LEFT HAND LEADING (IN FRONT OF AXLE) 
 
REPLACEMENT SEAL KIT 
 
SEAL KIT (HIGH TEMPERATURE) CP4518-CEJ
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SPARES PART LIST

REF QTY / 
CALIPER PART No. DESCRIPTION

1 1 CP5260-111 STAINLESS STEEL PISTON 1.50"

2 1 CP5260-110 STAINLESS STEEL PISTON 1.25"

3 1 CP5260-109 STAINLESS STEEL PISTON 1.06"

4 1 CP4518-CEJ HIGH TEMP DEAL KIT
(6 SEAL)

5 1 CP6518-7LBSSL 7.00LB ABTI KNOCK BACK KIT

6 8 CP3215-115ST M4 CAP HEAD

7 4 CP6230-110 PAD SUPPORT

8 4 CP6075-105 WEAR PLATE

9 0.5 CP3880-1 M10 BLEEDSCREW KIT
(2 OFF O-RING & SCREW)

10 1 CP5095-112 RH
CP5095-113 LH  PAD RETAINER 

11 2 CP4611-110 M8 PAD RETAINER BOLT

CALIPER INSTALLATION DRAWING

6 POT FORGED MONOBLOCK

 


