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 Chris Arrowsmith
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 CP6116-1CD

1 24/10/2008
B4577

FIRST ISSUE # CDA

2 03/02/2009
B4577

CP6116-4 ADDED,
MAINTENANCE NOTES ADDED.
MAX PRESSURE ADDED.

# CDA

3 19/03/2014
B6837_03

CP6116-8 REPLACES -5. # CDA

4 04/06/2014
B6837_04

CP6116-15 REPLACES -8. # CDA

5 07/02/2017 WEIGHTS ADDED. # CDA
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 AIR JACK LANCE AND VALVE
EASY CONNECT

SIMPLE CONNECTOR 
PART NUMBER: 
CP6116-4
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9/16" x18 UNF

26.25

(TO AIR JACKS)

7.00

   6. OPEN THE VALVE BY PULLING THE OPERATING SLEEVE FULLY OUT.

VENTING THE AIR JACKS, WITH CP6116-3 CONNECTOR

   6. AS THERE IS NO VALVE, THE AIR WILL BE RELEASED AS SOON AS THE LANCE IS REMOVED.

VENTING THE AIR JACKS, WITH CP6116-4 CONNECTOR
MAX OPERATING PRESSURE 40 BAR

INSTALLATION

   1. ATTACH THE CONNECTOR VALVE ASSEMBLY TO VEHICLE AND LINK TO AIR JACKS.
   2. ATTACH AIR LINE TO THE LANCE ASSEMBLY.

CONNECTING

   3. OFFER THE LANCE ASSEMBLY SQUARELY ONTO THE SNAP ON CONNECTOR ASSEMBLY.
   4. PUSH THE LANCE INTO PLACE UNTIL IT LATCHES ONTO THE CONNECTOR. IF YOU ARE 
USING THE CP6116-3 CONNECTOR, THE VALVE WILL CLOSE AUTOMATICALLY, IF OPEN.
       AIR WILL IMMEDIATELY PASS THROUGH THE CONNECTORS AND INTO THE AIRJACKS.

DIS-CONNECTION

   5. PULL THE WHOLE LANCE ASSEMBLY OFF THE CONNECTOR. ENSURE THAT YOU ONLY 
HAVE YOUR HANDS ON THE LANCE, IF YOU ARE HOLDING THE PIPE AT THE BACK OF THE 
LANCE YOU MAY RESTRICT ITS FUNCTION.

TO MAINTAIN THE LANCE IT IS 
RECOMMENDED TO SPRAY SILICONE 
SEPARATOR SPRAY DOWN THE NOSE 

OF THE LANCE, AND THEN ENGAGE 
THE LANCE ONTO THE CONNECTOR 3 
OR 4 TIMES TO WORK THE SPRAY IN.

WEIGHTS:

CP6116-3           180 g
CP6116-4           ~70 g
CP6116-15       ~650 g


